husky digital

INFORMATION

Domtar

HUSKY DIGITAL SPECIFICATIONS

Basis Weight GSM Brightness | Opacity Smoothness Caliper
50/20 74 94 91 160 3.9
60/24 89 94 93 160 4.6
70/28 104 94 95 160 53
SMOOTH | Text
CARTONS
Sheets per
) M Package/ Cartons
Weight Size Weight per Carton per Pallet | Item Code #
50/20 81 x11 9.84 500/5,000 40 5461
11x17 19.68 500/2,500 40 8946
12x18 22.74 Bulk/1,500 32 2171
60/24 8%, x 11 1181 500/5,000 32 5462
8%, x 113HP 1181 500/5,000 32 9306
8% x 14 15.03 500/4,000 30 5464
11x17 23.62 500/2,500 32 8947
12 x18 27.28 Bulk/1,200 32 2172
70/28 814 x11 1378 500/4,000 40 5463
11x17 27.56 500/2,000 40 8950
12x18 31.83 Bulk/1,000 32 2173
Domtar Electronic Imaging Guarantee
. Domtar’s Digital Products are guaranteed to run on digital production
Recommended Equipment: | dinkiet print ) dplai ¢ hi
- Xerox iGen (//é - pre;;es,haslt.er?n ‘|n je p”.:. e(;sécorp:ers aﬁ plain pape; axmachines
- Kodak NexPress (/ lécr:ég- within the limitations speu ied by t eequment.manu actur_er.
LASER The guarantee excludes issues related to form design, converting,

- Canon imagePRESS Series
+ Konica Minolta bizhub Series

| GUARANTEED |

post-processing or equipment. Selection, handling and conditioning
of digital papers consistent with equipment manufacturing
recommendations is the responsibility of the end user. Domtar
encourages testing of digital papers prior to purchase of large
quantities. Samples are available by request.
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